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Release Notes — InterDriver 2019.2 M-1 Certified

Overview

InterDriver is the Microsoft ® Windows driver for Honeywell, Intermec and Datamax-O'Neil brand
printers.

This document describes the new and improved features in InterDriver but is not meant as a
"how-to" guide.

Supported Hardware

o All Honeywell, Intermec and Datamax-O'Neil printers listed in the Honeywell.inf, Intermec.inf and
DatamaxONeil.inf files supplied with the download package.

Please refer to the online help or the printer user manual for additional information on the features and
use of InterDriver with your printers.
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Version 2019.2 M-1 Certified Key Features

Released Apr 2020

New Functionality
Update media setting mapping table for PX4ie/PX6ie

Combine Honeywell and Datamax-O'Neil printer driver in InterDriver

The InterDriver will display warning message when open front sensor

Fixed/Changed Functionality

InterDriver should not display 1IPS printing speed for PX940 200dpi printer
The printing speed range for PX940 300 dpi printer is incorrect

The Top Adjust value of the parallel port driver is incorrect

Default font is not correct when using Bartender to print Chinese

PX940 printer driver doesn't provide a rewind mode setting

Issues on Status Request

Release Package

Item Details
InterDriver version 2019.2 M-1 Certified
Supported printers EasyCoder PF2i, PF4i, PM4i, PX4i, PX6i

Intermec PB21, PB22, PB31, PB32, PC23d, PC43d, PC43t, PD43, PD43c,
PM23c, PM43, PM43c

Honeywell PC42t, PM42, PC42d, PC42t plus, PX940A, PX940V, PX4ie,
PX6ie

D-O MP Compact4 Mark 111

D-O MP Nova4 Mark I, D-O MP Nova6 Mark Il

Datamax-O'Neil A-4212 Mark I, A-4310 Mark 11, A-4408 Mark I,
A-4606 Mark Il, A-6212 Mark 11, A-6310 Mark 11

Datamax-O'Neil H-4212, H-4310, H-4408, H-4606, H-6210, H-6212X,
H-6308, H-6310X, H-8308X

Datamax-O'Neil M-4206 Mark 11, M-4210 Mark 11, M-4308 Mark Il
Datamax-O'Neil E-4204B Mark 111, E-4205A Mark 111, E-4206P Mark |11,
E-4304B Mark I11, E-4305A Mark 111, E-4305L Mark 11, E-4305P Mark 111
Datamax-O'Neil 1-4212e Markll, 1-4310e Markll, 1-4606e Markl|

Supported Operating Windows 7, Windows 8.1 and Windows 10. Windows Server 2008 R2,
Systems 2012 R2 and 2016, 32-bit and 64-bit editions
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